Grease dispensing pumps

AIR-OPERATED GREASE PUMPS

GREASING KIT

GUNS AND ACCESSORIES

TROLLEYS FOR CONTAINERS 20 - 220 KG
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Air-operated pumps
for DISTRIBUTION

grease

Ratio 50:1 Flow rate 1500 g/min

HIGH PRESSSSURE
MEDIUM-LONG DISTANGE

Series 600 air-operated pumps
for short-long distance grease
distribution, for high pressure
greasing. Ideal for dispensing
medium-high viscosity grease.
Suitable for mobile installations
and centralised fixed systems.

series 600
Article with seals in PU| 62041 | 62048 62074 | 62095
Gompatible fluids Greases, medium-high viscosity
Suction tube upper body Aluminium
Suction tube Carbon steel
Air inlet connection bsp F1/4" G F1/4" G F1/4” G F1/4” G
Fluid outlet connection bsp F3/8" G F 3/8" G F 3/8” G F3/8" G
Air working pressure bar 6-8 6-8 6-8 6-8
Average air consumption I/min 330 330 330 330
Noise level dB 81 81 81 81
Air max pressure bhar 8 8 8 8
Suitable for drums Kg 16 - 20 20 -30 50 - 60 180 - 220
Pump Art. - - - -
Hose reel Art. - - - -
Gun Art. - - - -
Drum cover Art. - - - -
Follower plate Art. - - - -
Connection hose Art. - - - -
Nipple Art. - - - -
Drip-tray ‘ Art. - - - -
Packing o B v -ms 1-0,010 1-0,010 1-0,020 1-0,020
Weight (7] Kg 4,6 4,8 6,1 6,7
Dimensions (A-B -C) cm 265-41 -3 26,5-48-3 265-74-3 26,5-94-3
PUMP AIR bar cycles/min m3min
FEEDING {psi)
PRESSURE 0 "2 225 33 450
%g (510 ,9/ 0,74
116 psi % o5 z
(#133) 0,57
00 & \9\ P B
8 oal 2 159 % é/g g
= (=
g =
e = / )
58 psi 0 0
a/min 380 750 1140 1500
(Ibs/m) 08 08 @5 (33
KIND OF FLUID: grease NLGI 1 - 20 *C




Ratio 65:1 Flow rate 1900 g/min

Ratio 50:1 Flow rate 1500 g/min
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series 700
63041 | 63048 | 63074 | 63095
Greases, medium-high viscosity
Aluminium
Carbon steel
F1/4” G F1/4” G F1/4” G F1/4" G
F3/8" G F 3/8” G F3/8" G F 3/8” G
6-8 6-8 6-8 6-8
440 440 440 440
81 81 81 81
8 8 8 8
16 - 20 20-30 50 - 60 180 - 220
1-0,010 1-0,010 1-0,020 1-0,020
5.9 6,1 7.4 8,2

335-41-3 | 335-48-3 | 335-74-3 | 335-94-3

series 600
64200 | 64210
Greases, medium-high viscosity
Aluminium
Carbon steel
F1/4" G F1/4" G
F 3/8" G F 3/8" G
6-8 6-8
330 330
81 81
8 8
180 - 220 180 - 220
62095 62095
8420.501 8440.501
66889 66889
65600 65600
66590 66590
995.702 995.702
38073 38073
88630 88630
4-0,150 4 -0,160
66,8 72

a/min 470 950 1420 1900
(Ibs/m) m 2 @) L]

KIND OF FLUID: grease NLGI 1 - 20 °C

PLUMP AR bar cycles/min m3/min
FEEDING (psi)
PRESSURE 9 180 270 360
00 500
8 bar w (12500 ,ﬁ 12
116 psi 2 z
Lo o> §
00 = =
6 bar o 23 07 g
= [==
b= =
e 3 =
2 bar e /%\
58 psi 0 0

Art. 995.702

Art. 66889

Art. 88630
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Air-operated pumps e
for Dlsml B““ON Flow rate 4400 g/min

grease

HIGH PRESSSSURE
MEDIUM-LONG DISTANGE

Series 900 industrial air-
operated pumps for short-long
distance grease distribution,
for high pressure greasing.

A Ideal for transferring grease
and high viscosity oil.

The double action guarantees
the delivery of a continuous
and constant flow, suitable for
the numerous needs of modern
industry. The high quality of
the materials used and the
anticorrosion treatments
reduce internal friction and
limit wear over time.

bd
L]

Article with seals in PU 90F/451 | 91F/451
Compatible fluids Greases, high viscosity oils
Suction tube upper body Carbon steel
Suction tube Carbon steel
Air inlet connection bsp F1/2" G F1/2” G
Fluid outlet connection bsp F1/2" G F1/2" G
e Flow rate g/min 4400 4400
C Max air consumption 8 bar m¥/min
Noise level dB
Air max pressure bar

Suitable for drums

B =
sultable for drums
180-220 Kg
Packing N° - m3 1-0,070
Weight Kg 19
Dimensions (A - B - C) cm 44,5-94-45
I | |'
|
FUMPAIR bar cycles/min m3/min
PRESSURE (eD 5 100 150 200
Q0 330 1.8
8 bar {4785)
116 psl % 150 =
i (3625) ﬁ\ 1,3 E
90 & mlecl > :
170 111 2
87pd 5 (249) k™ %'5 5
a ] =
ee
4 bar E ]
58 psi 0 0
gmin 1100 2200 3300 4400
(bspm)  (242) (484 (7.26) (968)

KIND OF FLUID: grease NLGI 1 - 20 °C
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Ratio 70:1
Flow rate 3000 g/min

Ratio 79:1
Flow rate 4400 g/min
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series 900 series 1200
91C/701 116F/751 117F/751
Greases, high viscosity oils Greases, high viscosity oils
Aluminium Carbon steel
Carbon steel
F1/2” G F 1/2” F 1/2”
F1/2” G F 1/2” F 1/2”
3000 4400 4400
2,8
80
8

sultable for drums

suitable for drums sultable for drums

180-220 Kg 180-220 Kg 50-80 Kg
1-0,070 1-0,070 1-0,070
19 21 20
43-94-4,5 445-94-45 445-74-45
bar cyclesimin m3/min bar cycles/min m3/min
(psi) (psi)
50 100 150 200 5 100 150 200
510 1,8 550 32
W (7395) ﬁ\ w, (7975) R -
2 z | 3 =
@ a7 13 2 @ Mo 24 8
& (5365 @\ ﬁ’ E | Ees E\ /3' E
[ 3 D 280 17 @
E 240 '0-\ >q " g EHUSUJ /G ! g
2 (3480) S 2 S
=] = =] =
0 0 0 0
g/min 750 1500 2250 3000 gmin 14100 2200 3300 4400
(lbspm) (165 (3,3} (495 (BB (lbspm)  (242) (484) (7.28) (9.68)

KIND OF FLUID: grease NLGI 1 - 20 °C

KIND OF FLUID: grease NLGI 1 - 20 °C

Ratio 40:1
Flow rate 10000 g/min

with ram hoist Art.10/85
10/12401P1N

installation on
mple of pump ins .
?’gvir? colum ram hoist. For mo

info see page




Mobile or fixed

grease dispensing kits
suitable for drums
180 - 220 kg

Mobile grease dispenser Kkits.

The ideal combination for
dispensing grease in any workplace.
The very easy to handle trolley is
equipped with a drum (180 - 220

kg) clamping device, adjustable side
support for hooking accessories,
and wheel with brake.

The mobile unit comes with a handy
hose reel with 12 m of hose.

By request the mobile unit can be
equipped with other hose reels

(see page 142).

Article 64195 | 64196 | 64197 | 64070 |64070/65 64070/75

Ratio 50:1 65:1 75:1 50:1 65:1 75:1

Flow rate o/min| 1500 1900 4400 1500 1900 4400

from 550 to 600 from 550 to 600

For drums with internal @ mm

Pump Art. 62095 63095 116F/751 620095 63095 116F/751

Trolley Art. - = - 80200 80200 80200

Hose reel o tubo erogazione Art. | 993.504 993.504 993.504 993.504 993.504 993.504

Gun Art. 66888 66888 66888 66888 66888 66888

Drum cover Art. 65600 65600 10/50 65600 65600 10/50

Follower plate Art. 66590 66590 10/60 66590 66590 10/60

Grease connecting hose Art. z = = = = =

Air connecting hose Art. | 993.202 993.202 996.302 - - -

Nipple Art. 66892 66892 66893 66892 66892 66893

Air regulator Art. 37801 37801 37814 - - -

Air quick coupler N Art. 37805 37805 37807 - - -
Packin Ei N°-m3| 2-0,060 2 - 0,060 2-0,110 3-0,120 3-0,120 3-0,170
Weight kg 21 225 38 40,3 41,7 57

Dimensions (A-B-C)cm |60-60-120| 60-60-127 | 60-60-138 |67 -77-1315|67-77-1315|67-77-131,56

w1 £

1

[ > Art. 116F/751 Art. 116F/751
W | R Art. 63095 Art. 63095
l \ Art. 62095 Art. 993.504
T Art. 37801 - Art. 37814 Art, 66892 - Art. 66893 |
Art. 62095

Art. 37805 /
Art. 37807

Art. 993.202

| Art. 85600 .
— v

At.10/50
L
i
r - =
Fr
Art. 66888 | Art. 66590 '
Art. 993.504 Art. 10/60




with hose reel

with hose reel

64000 64000/65 | 64000/75 64071 64071/65 | 64071/75 64001 64001/65 | 64001/75
50:1 65:1 75:1 50:1 65:1 75:1 50:1 65:1 75:1
1500 1900 4400 1500 1900 4400 1500 1900 4400

from 550 to 600 from 550 to 600 from 550 to 600
-———————————
62095 63095 116F/751 62095 63095 116F/751 62095 63095 116F/751
80201 80201 80201 80210 80210 80210 80210 80210 80210

8430.501 8430.501 8430.501 993.504 993.504 993.504 8430.501 8430.501 8430.501
66889 66889 66889 66889 66889 66889 66889 66889 66889
65600 65600 10/50 65600 65600 10/50 65600 65600 10/50
66590 66590 10/60 66590 66590 10/60 66590 66590 10/60

995.702 995.702 995.702 - - - 995.702 995.702 995.702
66892 66892 38072 66892 66892 66893 66892 66892 38072

4-0,234 4-0,234 4-0,285 3-0,120 3-0,120 3-0,170 4-0,234 4-0,234 4-0,285

86 87,5 102 45,8 47,2 62,5 66,2 67.6 82,5
93-81-137 | 93-81-137 | 93-81-137 | 90-77-126 | 90-77-126 | 90-77-126 | 90-77-126 | 90-77-126 | 90-77-126
Art. 116F/751 Art. 116F/751 Art. 116F/751
Art. 63095 Art. 63095 Art. 63095
Art. 995.702 Art. 993.504 Art. 995.702
Art. 66892 - Art. 38072 Art. 66892 - Art. 66893 Art. 66892 - Art. 38072
Art. Art. Art. 62095

Art. 8430.501
Art. 65600
Art. 10/50
At 88600 Art. 66889
Art. 10/60 Art. 80210




Mobile or fixed
grease dispensing kits
suitable for drums

50 - 60 kg

Mobile grease dispenser Kits.

The ideal combination for dispensing
grease in any workplace.

The compact trolley has 2 fixed
wheels and 2 castors (Art. 80050) or
only 2 fixed wheels (Art. 80040 and
Art. 80035), that make it very easy to
handle. It is equipped with a pump
support and is suitable for small-
medium size containers.

Article

Ratio

Flow rate g/min 1500 1900 1500 1500

from 370 to 420 from 370 to 420

For drums with internal @ mm

Pump Art. 62074 63074 62074 62074

Trolley Art. - - 80050 80050

Delivery hose Art. 993.504 993.504 993.504 993.504

Air connecting hose Art. 993.202 993.202 - -

Gun Art. 66888 66888 66888 66888

Drum cover Art. 65420 65420 65420 65420

Follower plate Art. 66400 66400 - 66400

Nipple Art. 66892 66892 66892 66892

Air regulator Art. 37801 37801 - -

Air quick coupler < Art. 37805 37805 - -
Packing B we-ms 2-0,040 2-0,040 3-0,059 3-0,059

-~ Weight i kg 17 18 19,5 22,4
Dimensions (A-B - C)cm 43-43-99 43-43-106 46-50-107,5 46-50-114,5

Art. 85420
Art. 62074
Art. 66892 I

Art. 993.504 u

Art. 65420

Art. 86400 | Art. 66888
Art. 66892 | Art. 66400 Art. 80050




64040 64041 64037 64038 64042 64042/65 64039 64039/65
50:1 501 50:1 50:1 50:1 65:1 50:1 65:1
1500 1500 1500 1500 1500 1900 1500 1900

from 370 to 420 from 340 to 385 from 370 to 420 from 340 to 385
-————————— -—

62074 62074 62074 62074 62074 63074 62074 63074
80035 80035 80035 80035 80040 80040 80040 80040
993.504 993.504 993.504 993.504 993.504 993.504 993.504 993.504
66838 66838 66888 66888 66888 66838 66888 66888
65420 65420 65385 65385 65420 65420 65385 65385

- 66400 - 66370 66400 66400 66370 66370
66892 66392 66892 66892 66892 66892 66892 66892
3-0,048 3-0,048 3-0,048 3-0,048 30,048 3-0,048 3-0,048 3-0,048
19 22 18 20 22 23,5 21 225
44-395-106 | 44-39,5-106 | 44-89,5-106 | 44-89,5-106 | 43-47,5-107,5 | 43-47,5-1145 | 43-47,5-107,5 | 43-47,56-1145
Art. 66892 Art. 62074 | Art. 62074 Art. 63074
Art. 993,504 Art. 66892 -
Art. 993 504
Art. 65385 - Art. 65420
Art. 65385 - Art. 65420
Art. 66888 Art. 66888

Art. 86370 - Art. 66400

Art. 80035

Art. 66400 - Art. 66370

Art. 80040




Mobile or fixed

suitable for drums
12 - 30 kg

Mobile grease dispenser Kits.

The ideal combination for dispensing
grease in any workplace.

The compact trolley (Art. 80040 and
Art. 80035) has 2 fixed wheels that
make it very easy to handle.

It is equipped with a pump support
and is suitable for small-medium size
containers.

grease dispensing kits

Article
Ratio 50:1 50:1 50:1 50:1
Flow rate g/min 1500 1500 1500 1500
from 300 to 350 from 260 to 300
For drums with internal ¢ mm
Pump Art. 62048 62048 62048 62048
Trolley Art. 80035 80035 80035 80035
Delivery hose Art. 993.504 993.504 993.504 993.504
Gun Art. 66888 66888 66888 66888
Drum cover Art. 65350 65350 65310 65310
Follower plate Art. - 66340 - 66310
Nipple Art. 66892 66892 66892 66892
Kit carryng handle Art. - - - -
Packing ﬁ N°® - m3 3-0,040 3- 0,040 3-0,040 3-0,040
Weight (] kg 15,9 17,5 15 17
Dimensions (A-B-C)cm | 44-39,5-99,5 44-39,5-99,5 44-39,5-99,5 44-39,5-99,5
Art. 66892 Art. 62048
Art. 993.504 l
Art. 65350 - Art. 65310
=E Sy . At 66340 - Art. 66310
Art. 66888 I Art. 80035




64036 64033/40 64025 64031 64021
50:1 50:1 50:1 50:1 50:1
1500 1500 1500 1500 1500
from 300 to 350 from 260 to 300 from 240 to 280 from 260 to 300 from 240 to 280
62048 62048 62041 62048 62041
80040 80040 80040 - -
993.504 993.504 993.504 993.504 993.504
66888 66888 66888 66888 66888
65350 65310 65280 65310 65280
66340 66310 66265 66310 66265
66892 66892 66892 66892 66892
- - - 66599 66599
3 - 0,040 3- 0,040 3 - 0,040 2-0,025 2 -0,030
18,5 18 17 11,4 11
43-47,5-99 43-47,5-99 43-47,5-99 33-33-74,5 30-30-67,5
Art. 62048 Art. 62041 | Art. 66599 Art. 62041
Art. 66892 ¢ Art. 62048 L
Art. 66892
Art. 65350
Art. 993.504 At 65310 - Art. 65280 Art. 993.504
Art. 65280 - Art. 65310
Art. 66340
Art. 66310 - Art. 66265
Art. 66888 Art. 80040 | Art. 66888 Art. 66265 - Art. 66310

1251



Follower plate for pumps series 600 - 700 with suction tube ¢ 30

Art. 66265 Follower plate ¢ 265 mm (drum internal & 240 - 260 mm)
Art. 66310 Follower plate ¢ 310 mm (drum internal & 255 - 300 mm)
Art. 66340 Follower plate ¢ 340 mm (drum internal @ 300 - 330 mm)
Art. 66370 Follower plate ¢ 370 mm (drum internal & 335 - 360 mm)
Art. 66400 Follower plate ¢ 400 mm (drum internal @ 360 - 400 mm)
Art. 66590 Follower plate ¢ 585 mm (drum internal @ 540 - 580 mm)

2 Eollower plate,

) Follower plate for pumps series 900 - 1200 with suction tube @ 45
o Follower plate
Art. 10/60 Follower plate @ 585 mm (drum internal & 540 - 580 mm) e
Art. 10/61 Follower plate @ 400 mm (drum internal & 360 - 400 mm)
Art. 10/62 Follower plate @ 370 mm (drum internal & 335 - 360 mm)
-

The follower plate is always
recommended but becomes
indispensable when using particularly
hard greases. The follower plate is
pulled towards the bottom of the drum
by the vacuum created by the pump
and always ensures the following
advantages:

- it compresses the grease,
preventing air pockets from
forming and possible cavitation
of the pump

- it keeps the grease clean, as well
as preserving its characteristics

- it enables collection of all the
grease from the bottom of the
drum, that would otherwise
remain stuck to the sides

Details and advantages

With follower
plate

Without follower
plate

The atmospheric pressure at sea-level LA
is 1 bar, equivalent to approx. 1 kg per .
cm2. When the pump sucks the grease r
from the container, a vacuum is created
under the follower plate and, at the
same time, depending on the

width of its surface, a pressurr from
370 kg to 2000 kg is created
above it.

Pump

Drum cover

fellowerplta

Vacuum created by
pump sucking the grease

NN

[ Union ¢ 30 mm j

_ L)

-

i S

Drum cover for pumps series 600 - 700 with suction tube g 30

Art. 65280 Drum cover o 280 mm (drums external o 240 - 280 mm)
Art. 65310 Drum cover o 310 mm (drums external @ 260 - 300 mm)
Art. 65350 Drum cover @ 350 mm (drums external & 300 - 350 mm)
Art. 65385 Drum cover o 385 mm (drums external o 340 - 385 mm)
Art. 65420 Drum cover ¢ 420 mm (drums external & 370 - 420 mm)
Art. 65600 Drum cover @ 600 mm (drums external @ 550 - 600 mm)

Drum cover for pumps series 900 - 1200 with suction tube o 45

Art. 10/50 Drum cover @ 600 mm (drums external @ 550 - 600 mm)
Art. 10/51 Drum cover o 420 mm (drums external @ 370 - 420 mm)
Art. 10/52 Drum cover e 385 mm (drums external @ 340 - 385 mm)




Art. 65309 Drum cover & 337 mm
(drums external @ 270 - 330 mm) for Art. 60311 (suction tube @ 25 mm)

Art. 65311 Drum cover o 337 mm
4 (drums external @ 270 - 330 mm) for Art. 60411 (suction tube & 38 mm) i ]

Art. 65312 Drum cover o 337 mm
(drums external @ 270 - 330 mm) for pumps with @ 30 mm suction tube

Drum cover for manual pumps with suction tube ¢ 25 - 30 - 38

Art. 66891 Nipple M 1/4"G x

M 1/4”G tapered/cylindrical thread
Art. 66892 Nipple M 1/4"G x

M 3/8”G cylindrical/cylindrical thread
Art. 66893 Nipple M 1/4"G x

M 1/2”"G cylindrical/cylindrical thread

il B

Art. 66739 4-jaw grease coupler
with antisplash valve fitted standard
on manual grease pumps. Inlet M10x1
Art. 66740 Special 4-jaw grease
coupler with antisplash valve fitted
standard on all grease guns. Inlet M10x1

Art. 66895
Nipple M 3/8"G x F 1/4"NPT
Art. 66896
Nipple M 1/4”G x F 1/4"NPT
Art. 66897
Nipple F 1/4’G x M 1/4"NPT

Art. 66741
90° grease coupler.
Inlet thread M10x1

Art. 60450

Female quick connector
complete with check valve -

F 1/4”G max pressure 350 bar

% articles not manufactured by us

Art. 66742
Hooking grease coupler.
Inlet thread M10x1

Art. 60451

Male quick connector
complete with check valve -

F 1/4”G max pressure 350 bar

% articles not manufactured by us

Art. 66743
Push-on grease coupler.
Inlet thread M10x1

Art. 66661

Straight single swivel joint
M/F 1/4” G supplied with grease
guns Art. 66888 - Art. 66881

Art. 66663

Triple swivel joint

M/F 1/4” G supplied with grease
guns Art. 66889 - Art. 66882

Art. 66599

Handle for portable grease kit
supplied with grease kits Art. 64020 -
Art. 64021 - Art. 64030 - Art. 64031

Art. 993.201

Hose M/F 1/4” - 1 m - 20 bar
Art. 993.202

Hose M/F 1/4” - 2 m - 20 bar
Art. 993.504

Hose M/F 1/4” - 4 m - 600 bar
Art. 993.512

Hose M/F 1/4” - 12 m - 600 bar
Art. 993.518

Hose M/F 1/4” - 18 m - 600 bar
Art. 995.701

Hose M/F 3/8” - 1 m - 600 bar
Art. 995.702

Hose M/F 3/8” - 2 m - 600 bar
Art. 995.710

Hose M/F 3/8” - 10 m - 600 bar
Art. 995.715

Hose M/F 3/8” - 15 m - 600 bar




Grease

Flexible terminal

Art. 66860

arease gun with flexible terminal
ilet F 1/4”, special 4-jaw grease coupler

F = = = N Art. 66888
B e e | ey Grease gun with flexible terminal

y ~inlet F 1/4”, Art. 66661 single swivel joint

_special 4-jaw grease coupler

e

Art. 66889
Grease gun with flexible terminal

inlet F 1/4”, Art. 66663 triple swivel joint
special 4-jaw grease coupler

f Without terminal fi

Grease gu . G
valve inlet F

Art. 66880

Grease gun wit
inlet F 1/4”, wi
grease coupler

Art. 66881
Grease gun with rig
inlet F 1/4”, Art. B
with special 4-jaw g

Art. 66882
Grease gun with rigid
inlet F 1/4”, Art. 66663 11'1'
with special 4-jaw grease

Art. 66856 Art. 66857

Flexible terminal with special 4-jaw grease coupler Rigid terminal with special 4-jaw grease coupler

+123



Art. 37801

Pressure regulator with pressure gauge,

connections M/F 1/4”G. Applied on a pump or on the tank
of a suction/drainer, for regulating the compressed

air inlet pressure

Art. 37814

Pressure regulator with pressure gauge,

connections M/F 1/2"G. Applied on a pump or on the tank
of a suction/drainer, for regulating the compressed

air inlet pressure

+ articles not manufactured by us

Art. 37810

Pressure regulator with condensate discharge
filter and pressure gauge, connections F/F 1/4"G for
application at the start of the compressed air line
feeding the pump

Art. 37815

Pressure regulator with condensate discharge
filter and pressure gauge, connections F/F 1/2"G for
application at the start of the compressed air line
feeding the pump

* articles not manufactured by us

Art. 37811

Air lubricator, connections F/F 1/4"G.

Its application guarantees better efficiency
of the pump over time

Art. 37816

Air lubricator, connections F/F 1/2"G.

Its application guarantees better efficiency
of the pump over time

+ articles not manufactured by us

Art. 37812

Pressure regulator with condensate discharge filter,
air lubricator and pressure gauge.

Connections F/F 1/4”G the system guarantees that the
pump feed air is free of condensate

Art. 37817

Pressure regulator with condensate discharge filter,
air lubricator and pressure gauge.

Connections F/F 1/2"G the system guarantees that the
pump feed air is free of condensate

% articles not manufactured by us




MOD“I—AR for drums 20 - 60 Kg
Trolleys

Modular trolleys, entirely galvanised,
suitable for handling 20 - 220 kg drums.
Equipped with 2 or 4 high fluency wheels
that make them very easy to handle.
Their compact size ensures perfect
integration in the workplace and their
modularity enables compact packing

for easy storage.

Article
Suitable for drums ~ Kg 20 -60 20 - 60 20 - 60
Packing & ne-m? 1-0,010 1-0,010 2 -0,020
Weight ﬁ Kg 5 6 9,2
For drums with max external (D) cm 39 44 39,5
Dimensions (A-B - C) cm 44 - 39,5 - 99,5 43 - 47,5 - 99 46 -50-99
. Packing
dimensions

485

Modular

structure ’}'@nﬁ T:-\\, m;?‘\\\




for drums 180 - 220 Kg

80200 80201 80210 80215
180 - 220 180 - 220 180 - 220 180 - 220
1-0,060 1-0,100 2-0,18 2-0,028
21,9 45,9 26,2 44
61,5 61,5 61,5 61,5
67 -77- 87 93-81-103 90-77-115 90-77 - 176

Technical features Designed to complete our articles such as oil and grease kits

'd N il ™ i ™
Art. 80035 - Art. 80040 Art. 80200 - Art. 80201 Art. 80215
Art. 80210 Pump,
hose reel
and oil gun
not included
o A >y




